ORDINANCE NO.: 2001-0'43

Amend the 1998 Code of Ordinances of the City of Columbia, South Carolina,
Chapter 9, Fire Prevention and Protection, Article IV,
Fire Prevention Code, Sec. 9-61, Adoption
BE IT ORDAINED by the Mayor and City Council of the City of Columbia this 20th day

of June 2001, that the 1998 Code of Ordinances of the City of Columbia, S‘Oulh Carolina,

REL

hapter9 Fire Prevention and Protection, Article IV, Fire Prevention Code, Sec. 9-61 , Adoption
amended to adopt the 2000 Edition of the International Fire Code publlshe by the

ternational Code Council, Inc. and Appendix D, E, F, and G. Section 103 and’iﬁéubsecﬁons’ |

'ORIGINAL

§TAI\?ED,-,§N

numerated as Sections 103.1, 103.2, 103.3, 103.4 and 103.4.1) are expresslyexduded from
ﬂ1e Code of Ordinances of the City of Columbia.

THIS ORDINANCE SHALI:-BECOME EFFECTIVE IMMEDIATELY.

Fire Department r

MAYOR

Approved by:

ﬁm K m&g@% ATTEST:
City Manager o ,
Approved as to form: %%_AM
. ' C

mey
Introduced: 6/6/2001
Final Reading: 6/20/2001

Last Revised: 4/24/2001



Appendix D .
FIRE APPARATUS ACCESS ROADS

SECTION D101
GENERAL

D101.1 Scope. Fire apparatus access roads shall be in accor-
dance with this appendix and all other applicable requirements
of the International Fire Code.

SECTION D102
REQUIRED ACCESS

D102.1 Access and loading. Facilities, buildings or portions of
buildings hereafter constructed shall be accessibie to fire de-
partment apparatus by way of an approved fire apparatus access
road with an asphalt, concrete or other approved driving sur-
face capable of supporting the imposed load of fire apparatus
weighing at least 75,000 pounds (34 050 kg).

SECTION D103
MINIMUM SPECIFICATIONS

D103.1 Access road width with a hydrant. Where a fire hy-
drant is located on a fire apparatus access road, the minimum
road width shall be 26 feet (7925 mm). See Figure D103.1.

¥

D103.2 Grade. Fire apparatus access roads shall notexceed io
percent in grade.

Exception: Grades steeper than 10 percent as approved by
the fire chief.

D103.3 Turning radius. The minimum turning radii shall be
determined by the code official. - '

D103.4 Dead ends. Dead-end fire a access roads in
excess of 150 feet (45 720 mm) shall be provided with width
and turnaround provisions in accordance with Table D1034.

TABLE D103.4
REQUIREMENTS FOR DEAD-END FIRE
APPARATUS ACCESS ROADS
LENGTH WIDTH
| (fepl) _(test) TURNAROUNDS REQUIRED
0-150 20 None required '
. 120 feet “Hammerhead.” 60 feet “Y” or
150-500 20 96 feet diameter cul-de-sac in’ !
. accordance with D103.1
120 feet Hammerhead, 60 feet “Y™ or
501-750 26 96 feet Diameter cul-de-sac in
accordance with Figure D103.1
Over 750 Special approval required '

For SI: 1 foot = 304.8 mm.

.
20'
95 70 + '
e 28'
28'R |
28'R TYP! 20—
TYP. 20 20
26 “ .
95' DIAMETER 70' DIAMETER ACCEPTABLE ALTERNATIVE MINIMUM CLEARANCE
CUL-DE-SAC CUL-DE-SAC T0 120' HAMMERHEAD AROUND A FIRE
HYDRANT
e B 2
, R
TYP'
2R o 20 i
e 28'R < 70'—
— 28’
20 - [«20'
60' HAMMERHEAD 120' HAMMERHEAD

For Sl: 1 foot = 304.8 mm.

ACCEPTABLE ALTERNATIVE
TO 120' HAMMERHEAD

FIGURE D103.1 i
DEAD-END FIVE APPARATUS ACCESS ROAD TURNAROUND
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APPENDIX D

D103.5 Fire apparatus access road gates. Gates securing the
fire apparatus access roads shall comply with all of the follow-
ing criteria:
1. The minimum gate width shall be 20 feet (6096 mm).
2. Gates shall be of the swinging or sliding type.

3. Construction of gates shall be of materials that allow
manual operation by one person.

4. Gatecomponentsshallbemainta.inedinanoperative
condition at all times and replaced or repaired when de-
fective.

5. Electric gates shall be equipped with a means of opening
the gate by fire department personnel for emergency ac-
cess. Emergency opening devices shall be approved by
the code official. -

6. Manual opening gates shall not be locked with a padlock
or chain and padlock unless they are capable of being
opened by means of forcible entry tools and

7. Locking device specifications shall be submitted for ap-
proval by the code official.

D103.6 Signs. Where required by the code official, fire appara-
tus access roads shall be marked with permanent NO
PARKING—FIRE LANE signs complying with Figure
D103.6. Signs shall have a minimum dimension of 12 inches
(305 mm) wide by 18 inches (457 mm) high and have red letters
on a white reflective bac] Signs shall be posted on one
or both sides of the fire apparatus road as required by Section
D103.6.1 or D103.6.2.

SIGN TYPE "A" SIGN TYPE "C" SILGN TYPE "D"
e M - ‘ .
NO NO NO
PARKING PARKING PARKING
‘ 18"
FIRE LANE FIRE LANE FIRE LANE
- G
n= L———____ —J
12 .. -« 120 . e 120 .
FIGURE D103.6
FIRE LANE SIGNS

D103.6.1 Roads 20 to 26 feet in width. Fire apparatus ac-
cess roads 20 to 26 feet wide (6096 to 7925 mm) shall be
posted on both sides as a fire lane.

D103.6.2 Roads more than 26 feet in width. Fire appara-
tus access roads more than 26 feet wide (7925 mm) to 32
feet wide (9754 mm) shall be posted on one side of the road
as a fire lane.

-

SECTION D104
COMMERCIAL AND INDUSTRIAL DEVELOPMENTS

D104.1 Buildings exceeding three stories/30 feet in height.
Buildings or facilities exceeding 30 feet (9144 mm) or three
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FIRE APPARATUS ACCESS ROADS

stories in height shall have at least three means of fire apparatus
access for each structure.

D104.2 Buildings exceeding 62,000 square feet in area.
Buildings or facilities having a gross building area of more than
62,000 square feet (5760 m?) shall be provided with two sepa-
rate and approved fire apparatus access roads.

Exception: Projects having a gross building area of up to
124,000 square feet (11 520 m?) having a single approved
fire apparatus access road when all buildings are equipped
throughout with approved automatic sprinkler systems.

D104.3 Remoteness. Where two access roads are required,
they shall be placed a distance apart equal to not less than one
half of the length of the maximum overall diagonal dimension

ofﬂlepropcrtyorareatobeserved,m.easuredinasmightliné
between accesses.

SECTION D105
AERIAL FIRE APPARATUS ACCESS ROADS

D105.1 Where required. Buildings or portions of buildings or
faciliﬁesexceedingSOfeet(Q}Mmm)inheightaboveﬂlelow- '
estlevelofﬁredeparttnentvehicleaccessshall~beptovided
with approved fire apparatus access roads capable of accom-
modating fire department aerial . Overhead utility
andpowetlinesshallnotbelocatedwithintheaﬂialﬁmappa-
ratus access roadway.

D105.2 Width. Fire apparatus access roads shall have a mini-
mum unobstructed width of 26 feet (7925 mm) in the immedi-

atevicinityofanyblﬁldingorporﬁonofbuildingmmthanw

‘feet (9144 mm) in height.

D105.3 Proximity to building. At least one of the required ac-
cess routes meeting this condition shall be located: within a
minimum of 15 feet (4572 mm) and a maximum of 30 feet
(9144 mm) from the building, and shall be positioned parallel
to one entire side of the building.

SECTION D106
MULTIPLE-FAMILY RESIDENTIAL DEVELOPMENTS

D106.1 Projects having more than 100 dwelling units. Mul-
tiple-family residential projects having more than 100 dwelling
nnitsshallbeequippedthroughoutwithtwosepamteandap-
proved fire apparatus access roads.

Exception: Projects having up to 200 dwelling units may
have a single approved fire apparatus access road when all
buildings, including nonresidential occupancies, are
equipped throughout with approved automatic sprinkler
systems installed in accordance with Section 903.3.1.1 or
903.3.1.2 of the International Fire Code. '

D106.2 Projects having more than 200 dwelling units. Mul-
tiple-family residential projects having more than 200 dwelling
units shall be provided with two separate and approved fire ap-
paratus access roads regardless of whether they are equipped
with an approved automatic sprinkler system.

2000 INTERNATIONAL FIRE CODE®



FIRE APPARATUS ACCESS ROADS Appmg'x D
SECTION D107
ONE- OR TWO-FAMILY RESIDENTIAL ot
DEVELOPMENTS

D107.1 One- or two-family dwelling residential develop-
ments. Developments of one- or two-family dwellings where
the number of dwelling units exceeds 30 shall be provided with
separate and approved fire apparatus access roads, and shall
meet the requirements of Section D104.3.

Exceptions:

~ 1. Where there are 30 or fewer dwelling units on a single
public or private access way and all dwelling units are
protected by approved residential sprinkler systems,
access from two directions shall not be required.

2. The number of dwelling units on a single fire appara-
tus access road shall not be increased unless fire appa-
ratus access roads will connect with future
development, as determined by the code official.

2000 INTERNATIONAL FIRE CODE®



